VAL-ulLine Cash Drawers

Secure, durable and economical cash drawers for retail and hospitality

VAL-uLine Series - Key Features
- Engineered cash drawers for tough retail and

hospitality environments
- European and US  high  quality

manufacturing for long life and assured
return on investment

- Full features and options package to ensure
flexibility for all applications

- Interfaces and cables available to suit all
industry standard installations

- Security features to reduce shrinkage and
opportunistic theft

- Standard EPOS colour finishes and stainless
steel Flip-Top model

- Downloadable drivers package for OPoS and
Java POS system environments

- Exclusive to Maxatec - backed by our 1SO
9001:2000 certified service and support facility

Application Uses and Environments

The VAL-uline series of cash drawers offer
superb value for money. Backed by Maxatec’s
35 years experience in the [T hardware
marketplace, this is a flexible range with
models and options suitable for any retail or
hospitality application. Maxatec also offer the
Heritage range of heavy-duty cash drawers for
high volume cash handling applications and
the MediaPLUS range, for extra media capacity
and storage compartments. Maxatec also
supply integrated PC platforms and housings
designed to integrate POS peripherals, PC's
and cash drawers.
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VAL-ulLine Cash Drawers

Full Size Cash Drawers

Mid Size Cash Drawers

Flip Top Cash Drawers

330.2mm x 330.2mm 99mm

mounted in rear wall
Three position multi-code lock

mounted in rear wall
Three position multi-code lock

Dimensions 406.4mm x 406.4mm x 109.2mm 13"%x 13"%x3.9" 460mm x 171mm x 100mm
(WxDxH) 16.2"x 164" x 4.3" 330.2mm x 406.4mm x 99mm 18.11"x 6.73"x 3.94"
13"x16"x 3.9"
24 VDC 33 Ohm solenoid 24 VDC 33 Ohm solenoid )
Drawer detection switch Drawer detection switch éiavvaeCr cgigtce)?t?gr?()sl\/e\/&glk? DB-9
Electronics RJ-12 female connector flush RJ-12 female connector flush

male disconnect
Two position multi-code lock

Manual Models

Two position multi-code cam lock
Push button manual release

Latch

Hardened steel components
Manual release lever arm accessible
through bottom plate opening

Hardened steel components
Manual release lever arm accessible
through bottom plate opening

Construction

All metal construction
Under-counter mounting
brackets available

All metal construction
Under-counter mounting
brackets available

All metal construction

Extension System

Steel rail channel with nylon rollers
on the body and inner drawer

Steel rail channel with nylon rollers
on the body and inner drawer

2 media slots each 129.5m

One media slot available 106.7mm

One media slot 179.5mm (7.07")

Media Slot (51") wide (4.2") wide on the front right side | wide on the left front body face
Lock Convenient located in centre of Convenient located in centre of Convenient located in centre of
drawer front drawer front front body face
8 adjustable coin compartments & | 6 adjustable coin compartments &
g;ﬂjgas:?raleenctgrrency bil ?;ﬂﬁ;?gfﬂigrrency bill High impact plastic currency tray
Cash Removable coin tray from the main| Removable coin tray from the main é?fxlgggcgﬁiyccoo%?aﬁ&he2??2:1%
currency tray currency tray X
5 Spring loaded plastic currency bill 4 Spring loaded plastic currency bill 7 vertical currency compartments
weights weights
Textured paint in black or cool white | Textured paint in black or cool white | . :
Finish Galvanised bottom plate secured | Galvanised bottom plate secured g'r?s ttee:ttﬁrrsg g:ﬁlregsa'gtean“gmy
with 4 screw-on rubber feet with 4 screw-on rubber feet
Interfaces with the most popular | Interfaces with the most popular | Interfaces with the most popular
Interface receipt printers using quick receipt printers, using quick receipt printers, using quick
disconnect cables disconnect cables disconnect cables
Warranty 2 Years 2 years 2 Years

All manufacturers trademarks acknowledged. Specifications subject to change without notice.
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